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MRX–200

PROFESSIONAL MULTI-RECEIVER 
AND MONITORING

MULTI FRONT-END AND  
FULL MONITORING SYSTEM

MFE–802

Professional Broadcast
SATELLITE & TERRESTRIAL BROADCAST EQUIPMENT

13-15  March  2018   Washington

Visit our booth 2426 at

PROFESSIONAL AND ACCURATE  
TOUCH SCREEN ANALYZERS

Made to Measure

9” high brightness
Broadcast level Analyzer

HD TAB 9 OMNIA 7000

7” TFT
CATV with DOCSIS CM 

and Fiber Optic module
NEW  9” TFT

TV, SAT, CATV, OPTIC

HD TAB 900

PROFESSIONAL SAT – TV – CATV PROBE

NEWS

EXAMINER

Input: 
•	 RF: SAT TV & CATV
•	 ASI with ETR 101-290
•	 T.S. over IP 
•	 Descrambler C.I. 

Output: 
•	 A/V analog & HDMI
•	 ASI
•	 HD/SD SDI
•	 T.S. over IP

KEEP MONITORED YOUR TV NETWORK VIA WEB, SNMP & WIFI

ROF–1 ROF–2

A STEP AHEAD IN DIGITAL TELEVISION
O P T I C A L  B R O A D C A S T SAT COM

2 U1 U

HOT–SWAP RF OVER FIBER LINK 
UP TO 3 SLOTS WITH 1+1 REDUNDANCY 

FIBER or COPPER ETHERNET CONNECTIVITY

WIDE BAND SATELLITE TRANSPONDER 
MATRIx/PROCESSOR  

for NEW LNB WITH ExTENDED SAT BAND 
WITH 8 INPUT, 24 OUTPUT,  

from 250 to 2.350 MHz

HOT–SWAP RF OVER FIBER LINK 
20 Tx/Rx SLOTS PROVIDING 1+1 & 4+1 REDUND.
FIBER OR COPPER SFP ETHERNET CONNECTIVITY

MULTIPLE RF ACTIVE SPLITTERS & COMBINERS  
ULTRA W.B. 250-2.350 MHz  from 1 TO 4 RF IN  

& FROM 4 TO 32 OUT, SYMMETRICAL & 
ASYMMETRICAL OR MIxED OPTIC & RF:   

1 OPTIC IN TO 16 RF OUT +1 RF IN TO 16 OUT 
FULL LNB POWERING, RF MONITOR, RF SENSOR, 

REDUNDANT PSU & ALARMS

RAS–1  RAC–1 RSP–8–24

ACTIVE Sat SPLITTER & TR MATRIX 

HOT–SWAP RF Over Fiber Link 


